BRACKETS
SUPPORTS STAFFE
SOPORTES
COPPIA SUPPORTI PAIR OF WELDED “L”
AD L SALDATI BRACKET
In lamiera zincata, verniciata con polveri Galvanized sheet-iron, polyester dusts
poliesteri RAL 9002 spessore 2,5 mm RAL 9002 painted thickness 2,5 mm
COUPLE SUPPORT SOUDER A L PAR DE SOPORTES
Support en acier galvanisé avec épaisseur SOLDADAS “L”
2,5 mm, vernis époxy RAL 9002 Planchas de hierro galvanizado, imprimida
de poliéster RAL 9002 espesor 2,5 mm
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11223 L 380x300 Coppie/10 14,40
11209 L 420x300 Coppie/10 17,90
11210 L 530x320 Coppie/10 19,25
11211 L 590x400 Coppie/5 24,95
11213 L 750x500 Coppie/5 32,30
IN LAMIERA INOX STEEL PLATE
NON VERNICIATA NOT PAINTED
COUPLE EN PLACHA GALVANIZADA
SUPPORT INOX NO PINTADA
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11241 Inox L 380x400 - & 110 kg - Sp. 15/10 Coppie/5 104,30
11212 Inox L 450x400 - M 110 kg - Sp. 15/10 Coppie/s 110,60
MENSOLA A TETTO ROOF BRACKET
e Struttura e bulloneria interamente in ac- e Structure bolts and nuts completely in
ciaio inox spessore 20/'°0 in lamiera zin- stainless steel 20/10 or galvanized ste-
cata 15/'°verniciata a polveri epossidiche el 15/10 epoxy painted with galvanized
con bulloneria zincata bolts
e Completa di tasselli e gommini e Complete of plugs and rubber top
e Portata Kg. 100  Capacity Kg. 100
SUPPORT A TOIT EN 2 VERSIONS SOPORTE DE TECHO
¢ [NOX 20/10 ou acier galvanize 15/10 e Estructura y tornillos en acero inoxida-
complet d’accessoire pour I'installation ble 20 / 10 o acero galvanizado 15 /
 Niveau a bulle, vis de fixation, cheville, 10 pintado con polvos epoxi con pernos
amortisseur de vibration. galvanizados
© Réglable de 15° a 30° e Completo de conexion y tapa de goma
e Charge maximal 150kg e Capacidad Kg. 100

i °C KG °C LB
15°-80 15°-176,37
3 20° - 100 20° - 220,46
o 25°-125 25° - 264,55
30°-150 30° - 330,69
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11101 Roof - Galvanized - Zincata L 1000x450 1pz. 68,60
11117 Roof - Inox L 800x480 1pz. 109,15
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